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NOTES FOR DUAL STREET SIGN WITH STOP SIGN:

INTERSECTION STRIPING DETAIL

SHALL MEET MINIMUM CURRENT A.D.A. AND F.D.O.T. STD. SPECS.

CURB RAMP DETAIL

SHALL MEET MINIMUM CURRENT A.D.A. AND F.D.O.T. STD. SPECS.

TYPICAL LOCAL ROAD HALF—SECTION

NOT TO SCALE

CONCRETE PIPE JOINTS

m_UmmD STREET SIGN LENGTH TO BE 24" MINIMUM & 60” MAXIMUM. LONGER Q
SIGNS BY SPECIAL PERMISSION FROM THE CITY ONLY. STREET NAME
SIGNS MAY BE ON SEPARATE POST INSTALLATIONS WHEN REQUIRED PARKING WIDTH DEPTH MINIMUM WIDTH LENGTH OF SIDE STREET RAISED 1” LETTERS
_I_ _/\_ _|_| 48" TYPICALLY USE 3M® OR APPROVED EQUAL GREEN FACE SHEETING MATERIAL ANGLE OF STALL OF STALL OF TRAVELWAY CURB PER CAR CURB & GUTTER FLUSH WITH TOP OF
. OFFSET AWAY FROM ROAD AS NEEDED WITH 1/2” WHITE BORDER ON EDGE OF FACE (EX., PR. OR FUT.) of ST
- 30° . :
_ (2) STAINLESS STEEL FLATWASHER TO FACE EACH SIDE; ADDITIONAL COMMERCIAL O 10'=0" 23'-0" 24'-0" 23'-0" C 4 & SYSTEM
! LOCKWASHER TO GO BETWEEN ACORN NUT & FLATWASHER ON OPPOSITE < \/? D RADIUS OF APRON A/0000 ol
0" MIN. SIDE FROM BOLT HEAD. USE ALL STAINLESS STEEL FASTENERS. ALL . - . . ., O ACCORDING TO PLANS ~
HOLES TO BE 5/16” DIA. MIN. TO 7/16” DIA. MAX. HOLES ON END OF COMMERCIAL 45 10'=0 19'=10 16'=0 12'-9 OO / oaooaoooan
_ - . o —1 STREET SIGN FOR REQUIRED PINNING OF (2) SIGNS TOGETHER O O storv SEVERZL
Ele -
< @\\\ [ 9" MIN. @ SIGN POST SHALL BE 2” (OUTSIDE) SQUARE TUBING, HOT DIP COMMERCIAL 60° 10'=0" 21'-0" 18'=0" 10'-5" O O
g @\. ol \ GALVANIZED, PRE—PUNCHED, 12 GA. STEEL POST SHALL BE | 7 OOooOoOoooOoon
< b —I 14" MIN. TOTAL LENGTH, ONE PIECE. "STOP” SIGN SHALL BE 7' (MIN.) . _
o " ] ABOVE E.O.P. AT 2° CLEAR FROM E.O.P. TO EDGE OF STOP SIGN FACE. COMMERCIAL 90 10'=0" 20'—0” 24'—0” 10'=0" N _ _ ( ogooodaoad (2) PENETRATING
S 7-0" MIN. 2 POST TO BE SET 3’ MIN. IN GROUND, AND EARTH PACKED FIRMLY 0
o ABOVE E.OP. _ AROUND POST END WITH TAMPING ROD C D m/ho_uﬁo N
2 RESIDENTIAL 8'_Q” 20'—0” 10'—-0” SEE VALLEY
w / / /
. NN — 6 LOWER STREET SIGN SHALL NOT BE MOUNTED PERPENDICULAR TO ocﬁjmm mmow.
ol g | 30" MIN. "STOP” SIGN FACE; THESE TWO SIGN SURFACES ARE TO OCCUPY THIS DWG.
= \\\//\\\// \\//\\\//\\/\ O— _ THE SAME VERTICAL PLANE HANDICAP ACCESSIBLE PARKING 12'_0" 20'—0" AS o%mw\_%mmmo_? PLAN PLAN
ERACANS 7 @ TOP END OF SIGN POST SHALL MEET TOP EDGE OF TOP SIGN 23 3/4”
PAVEMENT CURBING /\\//,, \//\\/\ >, 36" M. i ™ BOLLARD 5'-0" / 11/4"
/,\/ A//\, FINISHED I a "STOP” SIGN FACE SHALL BE 3M® OR APPROVED EQUAL, ”HIGH INTENSITY.” IF
4 GRADE s /“
= 2 \ ’ 1
g /\\\ & 1 @ ALL SIGNS SHALL BE ALUMINUM BLANKS, 0.063" THK. FOR STREET SIGNS, B 3.000 PS| CONCRETE 7 BULLNOSE
Q = 0.080" THK. FOR STOP SIGNS, 3M® OR APPROVED EQUAL COVERED ’ DUMPSTER PAD NOTES: (TYPICAL)
‘ > " " " 3" (TYP) 1. FOR MULTIPLE DUMPSTERS ON A SINGLE PAD, SCREENING
<< . 1
i ! o @\.. S 8. SIGNING LAYOUT REQUIREMENTS: ~ _STREET NAME SHOWN ALL SIDES SHALL REQUIRED AROUND THE PERIMETER OF THE PAD.
& ! 7'—0" MIN. TYPICAL STROKE .75" 5.0 "D” SERIES, UPPER CASE I 2. DUMPSTER PADS WITH MULTIPLE DUMPSTER WILL BE
u ABOVE E.O.P. TYPICAL SINGLE GAP .75 4.0” "C” SERIES, LOWER CASE » R N —— APPROVED ON A CASE BY CASE BASIS. MASHINED, |
2 /_ ¥ /_ ¥ /_ | TYPICAL GAP & A HALF 1.25”  2.0" "C” SERIES, UPPER CASE e =T el le o e e e e BEARING
STREET NAME SIGNS g & A | [ TYPICAL DOUBLE GAP  1.50 © e // B AN SURFACES
T \//\/V \//\//,,\/ Q DETAIL "Y" SHOWS REQUIRED USE OF THE 5" SERIES "D” S
SRRt \\ \\ e N UPPER CASE LETTER WITH 4" LOWER CASE LETTERS FOLLOWING
5/16"x 1/2" BOLT o ./// N\ // AN THE INITIAL LETTER OF THE STREET NAME ”
WITH (2) FLATWASHERS & (1) ACORN NUT PAVEMENT N \/\/ 36" MIN #3 REBAR, 12” O.C.E.W.
(TYPICAL 2 PLACES PER STREET SIGN) CURBING ,\\ \\ Ny 20 AN PUBLIC ROAD SIGNS SHALL HAVE A GREEN BACKGROUND WITH WHITE LETTERING. o
/,\/ 4 //\_ FINISHED PRIVATE ROAD SINGS SHALL HAVE A WHITE BACKGROUND WITH BLUE LETTERING. DETAIL Z : - 3-6 -
W — \/\\ 10. SHEETING: ALL SHEET MATERIAL SHALL BE 3M@ BRAND OR APPROVED EQUAL. St RTER o%h%@ﬂﬁwﬁmy_ummv - 350 MAXIMUM - - S O L S ] 7/
N INK SCREENED STREET NAME SIGNS SHALL BE 3Mg OR APPROVED EQUAL INK. BETWEEN CLEANOUTS . Y suLLNosE
/ A 24" SQ. CONCRETE COLLAR 2R % (TYPICAL) 5
“STOP" i \ 1. INSPECTION: ALL ERECTED STREET NAME SIGN MATERIAL SHALL BE OPAQUE SCREENING OR 6” THK., 3,000 PSI (TYP) . \ e
STOP" SIGN BLOCK WALL REQUIRED 6" PVC PIPE
SUBJECT TO REJECTION.
FRONT ELEVATION —— FINISHED GRADE
LEGEND: 12. SPEED LIMIT SIGNS INDICATING THE STATUTORY SPEED LIMITS SHALL BE EXPANSION JOINT (TYP.) \ R R > N . %
NOT TO SCALE @ — SEE NOTE 3 INSTALLED AT THE ENTRANCES. ADDITIONAL SIGNS MAY BE REQUIRED BY 12" 10 18
oo 5 OR CREATER = THE CITY MANAGER OR DESIGNEE. ) (TYPICAL) RING
7 — 18" S“Pyve PIPE
(TvP) (TYP) 35.0" (TYPICAL) RING & COVER NOTES:
" " PR TR E R L INC & 0 10 B D ez o scomovep sy
° o g & Q1] hp,08Q 9 8l - - " 45 > ™~ SECTION D-D : . .
CTREET NAME. SIGNS 20" | 30" 7| 275" N, 2.25" = 40" =, 225" = i, 275", = A= | = O | | u” — — & Am.. WYE =\ (TYPICAL) _ FOR "BUILD UP” TYPE (SEE DWG# 12001)
: | le"MIN. R - VALLEY GUTTER TRANSITION
5l o | | | {8'MIN. .,
} ] 3| | | e | LR D FLUSH MOUNT RING & COVER
2.0" 1.5" (] _ _ 18 (55=0) -
5/16™x 2 1/2" BOLT 4 ©° _ L — — 1 6.5R
m_,ﬁ :m%wmmmmmﬂa 2’ ¥ GATE SWING
PLAN VIEW L S e ] o ) o Y /| e\ e _ | |
NOT T0 SCALE T PER STREET SIGN) 5.0° 1.5 00" f /r 2’ PVC SLEEVE (BOTH SIDES) __w_.__.u._.m_.u._..mszm_ulk_. e y A 5 5
4" i REDUCER (IF REQUIRED) 6" 45 BEND okEd
/ [ 2 1.0 UNDERDRAIN, MEETING AASHTO M—252 SDR-35 =< »I I+ »I I+
2" SQUARE TUBING = , _ (OR APPROVED EQUAL) WITH X W m
HOT DIPPED GALVANIZED . 5 ) PLAN 12.0 POLYESTER KNITTED SAND FILTER SOCK =0
2.0 2 MEETING ASTM D.231.62 AND D.737.61 mn<
T - \ OR LAGGED INTO CONGRETE BLOGK WALL UNDERDRAIN CLEANOUT DETAIL 50 / \
<<
063" THICK SECOND SIGN , ® AND HAVE 180° SWING RANGE (TYPICAL) —— N \ \
ALUMINUM PLAN VIEW AS REQUIRED L 1/2" MIN., 3M ~OR APPROVED EQUAL WHITE EDGE
DETAIL X BORDER (1/2" — 3/4" NOMINAL) CONTRACTION JOINTS: PLAN VIEW
5 kol by STEEL ROD DOOR STOP FINISHED GRADE TRANSVERSE OR LONGITUDINAL CONTRACTION JOINTS MAY BE NOT TO SCALE
DETAIL Y 3 R B (TYPICAL 2 PLACES) \/A \”/V TOP SOIL SAWED OR PREMOLDED. TRANSVERSE JOINTS SHALL BE
EAR T . . A N SPACED AT INTERVALS EQUAL TO SIDEWALK WIDTH. JOINTS EXPANSION JOINTS:
NOT TO SCALE 12.0 | 6.0 N \/ SHALL BE 1/8" TO 1/4” WIDE. DEPTH OF JOINT SHALL BE EXPANSION JOINTS ARE TO BE USED BETWEEN SIDEWALKS AND
1.0! _ , SLAB THICKNESS DIVIDED BY 4 (d/4 = DEPTH OF JOINT.) CURB, DRIVEWAYS, SIDEWALK INTERSECTIONS OR AT FIXED OBJECTS.
\\/\ EXAMPLE: ALL JOINTS SHALL BE 1/4” THICK, AND SHALL BE FORMED WITH
e 18° N\ 4" THICK SLAB USES 1” DEEP JOINT; PREFORMED EXPANSION JOINT MATERIAL PER F.D.O.T. SPEC. #9321,
. , - - 2\ v\  COMPACTED FILL 6" THICK SLAB USES 1 1/2” DEEP JOINT. AND SHALL MEET AASHTO M—153 OR 213
8” WIDE x 6" LONG ) ) N . , { MIN. “ \\/\
" CONCRETE WHEEL STOP - 24 R <l 18 > ~1'BULLNOSE - 36 Y ° I AN //
IR » - " . — - T o 4 n n — BULLNOSE ;1% » » »
1/2°R 12 o 12 7 BULLNOSE (TYPICAL) » 22 |14 4 ©le - g 8 MIL FILTER FABRIC MEMBRANE 1/8" - 1/4 1/4
Ao - > -~ 1/2°R [ > - TYPICAL < _ / Ll _ Ll
..”.....\I@ #2 REBARS (TYP.) (TYPICAL) 1 o A ) XKk \ F.D.0.T. INDEX 199 D—3 I d/4 I
o p o o : | OR APPROVED EQUAL
e f) | FINISHED PAVEMENT - s S \ FINE FILTER AGGREGATE n / d d
Yy + U CONCRETE PAD 2 AS REQUIRED HARD, DURABLE, CLEAN ) .
SEE DETAIL Z ST QUARTZ SAND AT y
ELEVATION 6”¢ STEEL BOLLARD ] MEETING F.D.O.T.
- CONCRETE FILLED 3" STANDARD SPEC. 902-4 SECTION A—A SECTION B-=B
MIAMI _CURB SECTION TYPE "F” CURB SECTION VALLEY GUTTER SECTION 4 CASTER WHEEL S\ - NOT T0 SCALE NOT TO SCALE
SLEEVES FOR (3) #5 ANCHOR BARS NOT TO SCALE NOT TO SCALE NOT TO SCALE REQUIRED ON 11.5' DOORS 18" STANDARD CORRUGATED POLYETHYLENE PIPE CONTRACTION JOINT SIDEWALK _NOTES: EXPANSION JOINT
24" LONG @ 24" 0.C. CURB NOTES (TYPICAL 2 PLACES) moznomz__zo TO >>m1vao M—252, 1. ALL SIDEWALKS SHALL BE CONSTRUCTED WITHIN CITY R.O.W.
CURB_NOTES OR APPROVED EQUAL) WRAPPED IN 2. WIDTH OF SIDEWALK VARIES WITH STREET CLASSIFICATION
PARKING WHEEL STOP DETAIL SEE F.D.0.T. ROAD & BRIDGE SPECIFICATIONS (LATEST EDITION) SEC. 520-8 MEETING ASTM D.231.62 & D.737.61 6” MIN. THICKNESS OF CONCRETE WITH 6"x6” #10 W.W.M. OR
NOT TO SCALE NOTE: F.D.O.-T. INDEX #286, TvPE Il, OR 2,500 PS| FIBERMESH CONCRETE
NOT TO SCALE NOT TO SCALE TYPE Il MAY BE REQUIRED PENDING .
SOILS & WATER CONDITIONS
(TYPE | SHOWN)
x 50 R/W TYPICAL CONCRETE SIDEWALK DETAILS
i \\ USE FLARE WHERE o5’
_H NECESSARY TO - -
- b AVt MEET MIN. SLOPE >
=4 - g o gt gt
il DOUBLE YELLOW ,/ M o ' rA_w FILTER
o T FABRIC
2 24" WIDE STOP BAR || ! UI-AES A.w JACKET
= © _ w9 = OVERLAP TO SPRINGLINE PIPE_JOINT NOTES:
© 30" STOP SIGN S| T CONCRETE COLLAR OF PIPE (BOTH SIDES) 1. ALL JOINTS OF ALL PIPE SHALL BE WRAPPED WITH FILTER FABRIC WHICH SHALL EXTEND
2' FROM E.O.P. MIE P /" 70 MEET BACK OF CURB | A MINIMUM OF 18" ON BOTH SIDES OF JOINT (FILTER FABRIC PER F.D.O.T. INDEX 199 D—3)
= = ol MODIFY MIAMI CURB™AS SHOWN <9z FILTER FABRIC JACKET 2. FILTER FABRIC SHALL OVERLAP ON TOP OF PIPE DOWN TO SPRING LINE OF PIPE ON BOTH SIDES
b e TO ACCOMODATE RAMP SLOPE : y %M_m 6" 45" BEND PIPE JOINT 3. \_/_ﬂ._m. mwmmxcm_*%_mz%%/m;ﬂ_w_‘ﬂm@»_.w mm.\,m M_M__w_cz 15" DIAMETER PIPE OR
A...n ’ R.C.F.
/ o L2 wee - 4. CONFLICT STRUCTURES SHALL BE APPROVED ON A CASE BY CASE BASIS
| < i/sou 5. ALL STORM INLETS, CATCH BASINS & MANHOLES SHALL BE PRECAST CONCRETE
I /A % T 36" SEE F.D.O.T. ROAD & TRAFFIC DESIGN STANDARDS (LATEST EDITION)
T 90@ L T e | 5 * (EXTERIOR WALL JOINTS SHALL BE WRAPPED WITH CON—WRAP, E—Z WRAP OR APPROVED EQUAL)
Ll ~N- - -t o
] FILTER _
>~ S \» CROSSWALK PAVEMENT MARKING SIDEWALK FABRIC FILTER FABRIC JACKET FOR PIPE JOINTS
3/8" ALUMINUM (ASTM B211) OR STAINLESS @ AVENUE _ N D WARNING AREA 4" THICK JACKET ISOMETRIC VIEW
STEEL (ASTM A320) BUTTON HEAD BOLT e SHALL MEET A.D.A. TRANSPORTATION STANDARD 705 | 3000 PSI (MIN.) PIPE
WITH NUT AND WASHER CURB RAMP (TYPICAL) > CONCRETE
T
> SURFACE COURSE, SIS R
2"¢ x 1/8" ALUMINUM TUBE CURB RAMP (TYPICAL) L) > |\ 1.5" THICK, AR IRE SRt
o= TYPE I, 1 & il ASPHALTIC CONCRETE ROUND PIPE 1. REINFORCED CONCRETE PIPE (ASTM C 76) CLASS Ill OR STRONGER BASED ON "D” LOAD; OR FRCP (FIBER—MIX) CONCRETE PIPE;
PLACE SIGN IN ADVANCE / ISOMETRIC VIEW al,) UNDERDRAIN TYPE S—-9.5 @ 96% OF - PER: ASTM C1450 AND F.D.0.T. SPEC. SECTION 941., OR LATEST EDITION.
FOR AVOIDING DEAD END S S 5 7 —_ — ule F.D.O.T. INDEX MAX. LAB. DENSITY 2. PRE—STRESSED CONCRETE PIPE (AWWA C301) SHALL BE APPROVED ON A CASE BY CASE BASIS
AND AT THE LAST 5°6%S 6°6°> %60 LANDING OR w _m_ No. 286 (LOCAL STREETS) FILTER FABRIC 3. ALTERNATIVE PIPE MATERIALS MAY BE USED FOR PRIVATELY MAINTAINED STORMWATER SYSTEMS.
INTERSECTION BEFORE .9 Q.9 Q.9 —7 AN L2 5' WIDE RAMP | 4 SIDEWALK | z|o BASE COURSE, JACKET REQUIRED
THE DEAD END , - >~ e - alx MIAMI CURB 6" THICK
400° MAX - 4" (MIN.) SIDEWALK x 7 e | EL CONCRETE 98% OF MAX. DENSITY PER R ﬁ
BETWEEN CURB RAMPS EL. X 2 MR — e —5 1 (3000 PSI MIN.) DIVEROBK LR 1007 et )
= (AS APPROVED) —
SUB—BASE COURSE, (LOCAL STREETS)
CLEAR, GRUB & STABILIZE RUBBER GASKET CENERAL NOTES:
30" STOP_SIGN 10° @ 98% OF MAX. DENSITY PROFILE RUBBER WATER—TIGHT 1. ALL PAVEMENT MARKINGS AND TRAFFIC CONTROLS SHALL COMPLY WITH THE "MANUAL OF
v . 2’ FROM E.O.P. STABILIZATION @ LBR 40 OR "0’—RING GASKET UNIFORM TRAFFIC CONTROL DEVICES” (M.U.T.C.D.), LATEST EDITION AS PUBLISHED BY
] - R R[D-9 24" WIDE STOP BAR FBV 50 PSI THICKNESS PER FEDERAL HIGHWAY ADMINISTRATION.
- - N - CROSS—SECTION ST.CLOUD LAND DEVELOPMENT BEFORE PULL-UP 2. HANDICAP RAMPS SHALL COMPLY WITH THE "AMERICANS WITH DISABILITIES ACT” OF 1992
N\ - bouBLE YELLOW —_— CODE (LOCAL STREETS) .

3. ALL PAVING AND DRAINAGE STRUCTURES (INCLUDING CURBING) SHALL COMPLY WITH F.D.O.T.
"STANDARDS FOR ROAD AND BRIDGE CONSTRUCTION,” LATEST EDITION.

4. RECORDINGS FROM CLOSED CIRCUIT TELEVISION INSPECTIONS CONDUCTED BY A CONTRACT TV INSPECTOR EMPLOYED BY THE DEVELOPER
SHALL BE PROVIDED TO THE CITY ON A DVD AND INCLUDE A WRITTEN REPORT CORRESPONDING TO THE DVD RESULTS. A POST
CLOSED CIRCUIT TELEVISION INSPECTION SHALL BE REQUIRED BY THE DEVELOPER PRIOR TO THE EXPIRATION OF THE MAINTENANCE BOND.

=

PUBLIC SERVICES DEPARTMENT
1300 9th SSTREET

ST. CLOUD, FL 34769

(407) 957—7344

ALL SURVEY DATA SHOWING PHYSICAL FEATURES WERE OBTAINED BY THE ENGINEER

NOTES:

ORIGINAL DESIGN BY THIS DOCUMENT WILL BE CONSIDERED A COPY ONLY, UNLESS EMBOSSED BY A REGISTERED ENGINEERS SEAL
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INCIDENTAL TO DESIGN AND NO LAND SURVEYING CERTIFICATION SHOULD BE IMPLIED
o, [or_cC [3/19|CK:KE | 3/19 |OR: KF ] 1/19 |CK:KF | 1/19 |DR: KF | 9/19 |CK: KF ] 9/19]DR: CK: DR: CK: DRAWN BY: DATE: HECKED BY: DATE:
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oofO DESCRIPTION: DESCRIPTION: DESCRIPTION: DESCRIPTION: DESCRIPTION: s
UPDATED INTERSECTION. CURB  |UPDATED PIPE MATERIAL DETAIL :
\S RAMP AND LOCAL ROAD DETAILS. I15-STORMWATER-STREETS-AND-SIDEWALKS
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Celebrating Small Town Life
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